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MANUAL

USER’S

Fresh Swim Pool Skimmer
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Parts List

Main body (Figure 1)
Removable filtration basket (Figure 2)

Our Pool Skimmer comes pre-built and ready for use out of the box with minimal customer assembly required. In order to prepare for operation, please follow these steps:
Ensure Pool Skimmer frame, buoys, and cleaning receptacle are clear of any packaging and undamaged from transportation; if any potential damages are found, refer to Section 3: Warranty Information
Run room temperature tap water over filter to clean any debris from packaging
Place Chlorine tablets (Standard 1” or 3”) in designated holder
Place clean filtration basket in main body assembly (Figure 3)
Securely attach pool hose to underside mount 
Pool Skimmer is ready for use!

Assembly Instructions
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Our company offers a complimentary 2 year warranty included with purchase of a Pool Skimmer. If any defects that affect proper operation are found, contact us via Section 5: Service Center to receive replacement parts. We are not responsible for any damages incurred from misuse of the Pool Skimmer or improper maintenance procedures. Additionally, we offer a further 2 year warranty plan for $10 per month.

Warranty Information

Maintenance

The Pool Skimmer has delicate parts that may break if used incorrectly or not properly maintained. In order to ensure proper operation of the device, review maintenance procedures outlined below:
Buoys
Two floatation buoys are attached via flexible plastic to the main body of the Pool Skimmer. It is recommended to not put any excess pressure on these joints, as they are only built to accommodate the weight of the skimmer when full of water.
Filter
In order to ensure adequate cleaning of pool debris, clean filter once after every use. In order to clean, first unscrew tablet holder, then remove from the base of the main assembly. Remove any stuck debris, then rinse filter under room temperature water to remove particulates.
Tablet Holder
It is recommended to only use standard 1” or 3” Chlorine tablets in operation of the Pool Skimmer. Failure to use correct tablets may result in poor operation or damage to the device
Hose connector
When connecting a standard vacuum line to the Pool Skimmer, ensure proper connection for best results. It is recommended the underside hose connection port is inspected for any damages occurred from connecting after every operation. If damaged, refer to Section 4: Warranty Information for additional details.


Service Center

Our company strives to ensure our customer’s needs are met in addition to offering professional service. If you are unsatisfied with any areas of our performance, please contact us during company hours below:
Monday-Friday 9am-5pm
By Email:
Hunter Hansen: hhansen3@uncc.edu
Kammy Blake: kblake18@uncc.edu 
Carter Wene: cwene@uncc.edu
Jacob Witt: jwitt3@uncc.edu
If the need arises to visit in-person to pick up replacement parts, our address is listed below:
9201 Univeristy City Blvd., Charlotte, NC, 28223
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